
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 



Genset Dimension and Weight 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Note : Specification and Dimension may change without notice due to product improvement 

 
General Specification 
 
- DEUTZ diesel engine (Germany) 
- Brushless, Self-exited, IP21 or above, insulation class H alternator 
- Max 70db sound level @7 meter 
- DEEP SEA ELECTRONICS digital auto-start control panel (optional) 
- 12V DC / 24V DC start motor and storage battery 
- Include daily tank for standby operation  
- All generator sets are gone through rigorous testing before being released to the  
   market place, including 50% load, 75% load, 100% load and all   
  protection function (overspeed stop, high water temperature, low oil pressure,  

battery charging fail, emergency stop) 
 
 
 

 
 

TRIANA BINTANG Pts, Ltd. 
DEUTZ AG Authorized distributor. 
 
Head Office : 
Mlaten Trenggulun 82-84 
Telp : 62-24-3541080/3519324  
Fax : 62-24-3541085 
Semarang – Central Java 
Indonesia 


